
































LANITZ-PRENA FOLIEN GmbH
TECHNICAL DATA SHEET

ORATEX UL 600 MK2

Material: colour- coated polyester fabric (canvas bond)

Square weight (uncoated): approx. 2,06 oz/yd sq

Square weight (coated): approx. 3,24 oz/yd sq (depending on colour)

Tensile strength lengthwise: min. 2230 o0zf/1,97 in

Tensile strength crosswise: min. 2086 o0zf/1,97 in

Tensile strength lengthwise after UV exposure: min. 2200 ozf/1,97 in

Tensile strength crosswise after UV exposure: min. 2000 ozf/1,97 in

Elongation lengthwise: approx. 30 %

Elongation crosswise: approx. 40 %

Tear propagation load lengthwise: min. 50,3 ozf (steady between 22 °F to 122 °F)

Tear propagation load crosswise: min. 35,9 ozf (steady between 22 °F to 122 °F)

Burst strength: min. 61 psi

Burst elevation: approx. 0,98 in

Adhesion strength of the coating lengthwise: min. 72 ozf

Adhesion strength of the coating crosswise: min. 72 ozf

Shrinkage lengthwise (338 f): min. 7 %

Shrinkage crosswise (338 f): min. 5 %

Air permeability: airtight

Inflammability: does not ignite (fabric melts by flame external hazard)

Fusion point: 482 °F

more characteristics: fuel-resistant, can be painted

SOLE MANUFACTURER: LANITZ-PRRENA FOLIEN FACTORY GmbH
Am Ritterschlosschen 20, D-04179 LEIPZIG, Tel.: +49-341-44 23 05-0, Fax: +49-341-44 23 05-99, E-Mail: info@oracover.de, Internet: www.oracover.de

SOLE U.K. DISTRIBUTOR: THE LIGHT AIRCRAFT COMPANY Ltd.
Hangar 4, Little Snoring Airfield, Fakenham, Norfolk NR21 0JL, Tel.: 01328-878809, Fax: 01328-878004, Mobile 07747 840007 - Email: sales@g-tlac.com - www.g-tlac.com



