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       Service Bulletin NO. 2019-020 

 

SUBJECT : Bolts / Washers Cylinder heads – Engine Cases – Backplates (Torque values) 

MODELS AFFECTED : All models (LF26 (EVO1), LF26  

TIME OF COMPLIANCE : New engine / change Cylinder HEAD / Backplate repairs  

AFFECTED SERIAL NUMBER(S) : All engines 

 

A properly tightened bolt is one that is stretched such that it acts like a very ridged spring 

pulling mating surfaces together. The rotation of a bolt (torque) at some point causes it to 

stretch (tension). Several factors affect how much tension occurs when a given amount of 

tightening torque is applied. 

Please use the indicated values D-Motor advises below ! (Always use correct grades !) 
 

ENGINE CASINGS (LF26/LF39)  

M12 x 1.5 Bolts   110 Nm 

M8 (8.8)   020 Nm 

M8 (12.9)    034 Nm 

M6 (8.8)   009 Nm 

PROPELLOR FLANGE (LF26/LF39) 

Flange central bolt   240 Nm 

BACKPLATES (LF26/LF39) 

Backplate Bolts   014 Nm 
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CYLINDER HEAD (LF26/LF39) 

Cylinder Head bolts   012 Nm 

CAUTION : Do not use Flat Washers ! D-Motor uses curbed washers (mount with curb faced 

to head of bolt). Washer order : P/N 107505 
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